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Model AEA800F-36
Temperature 25°C
Item Input Current (by Load Current) Testing Circuitry _Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---f+-- InputVolt. 200V
——O—-- |Input Volt. 230V Load Input Current [A]
10 < Current Input Volt. | Input Volt. | Input Volt.
n [A] 100[V] 200[V] 230[V]
8 \t 0.0 0.131 0.173 0.194
< A N\ 3.0 1.374 0.740 0.672
5 . A \\ 6.0 2540 | 1.315 | 1.170
LSD ! 9.0 3.704 1.890 1.667
5, / S 12.0 4.858 2.455 2.162
£ /A’ | /,.g‘rf ,o\\{‘b 15.0 6.006 3.024 2.658
/A/ /@;/:d \\ 18.0 7172 3.598 3.150
2 /' B : \‘\\ 21.0 - 4.166 3.645
| /o & ' 227 : 4491 | 3.927
0 25.0 - 4.930 4.313
0 10 20 30 — - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model AEAB00F-36
Temperature 25°C
ltem Efficiency (by Load Current) Testing Circuitry _Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---f+-- InputVolt. 200V
——O—-- |Input Volt. 230V Load Efficiency [%]
100 Current Input Volt. | Input Volt. | Input Volt.
\ [A] 100[V] 200[V] 230[V]
96 J@;ﬁ@"‘&ﬁ@?- =8 0.0 - - -
— o2 i \ 3.0 89.1 9.3 | 907
O\O d” V-
& & \ 6.0 92.3 93.8 94.0
§ 88 9.0 93.3 94.9 95.1
2 a4 \ 12.0 93.6 95.3 95.6
L \
15.0 93.7 955 95.8
80 \\ 18.0 93.6 95.6 95.8
21.0 - 955 95.8
76 \
\ 22.7 - 955 95.8
72 25.0 - 954 95.7
0 10 20 30 — - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model AEAB00F-36
Temperature 25°C
ltem Power Factor (by Load Current) Testing Circuitry _Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---f+-- InputVolt. 200V
——O—-- |Input Volt. 230V Load Power Factor
1.0 Current Input Volt. | Input Volt. | Input Volt.
0.9 i&/@’,@,*é- =T \' [A] 100[V] | 200[V] | 230[V]
08 /,15'/ « 0.0 0.492 0.165 0.130
=07 //if . 3.0 0.897 0.820 0.783
‘g o6 4 6.0 0.937 0.888 0.867
T \ 9.0 0.953 | 0.917 | 0.901
g 0544 N\ 12.0 0.964 | 0936 | 0922
[e] Y N
o 04 | AN 15.0 0973 | 0948 | 0935
03 | AN 18.0 0979 | 0955 | 0.946
02 ¥ 5 21.0 - 0.963 0.954
0.1 X 22.7 - 0.966 0.957
0.0 25.0 - 0.970 0.961
0 10 20 30 — - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model AEAB00F-36

Temperature 25°C
ltem Inrush Current Testing Circuitry _Figure A
Object

Input Voltage 100V

Frequency 60 Hz
Input MWWMW road 100%
Current

[20A/div] Primary inrush current :
16.0 A
Secondary inrush current :
LA L) W Ty Y TS et

Input 9.6 A

Voltage “

100V/di

[100V/div] T I I I

Time [100ms/div]

Input Voltage 200V

Frequency 60 Hz
Input MWMW Load 100 %
Current

[20A/div] Primary inrush current :
28.8 A
S dary i h t:
U L | e coneary inrtsh etiren
Input l l " " 8.8 A
Voltage "
200V/di H
[200V/div] LLLRAARRRLLRRRRRRRRRRL T
Time [100ms/div]
Primary inrush current Secondary inrush current

RN
v

4 - BC-11890
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Model AEAB800F-36
Temperature 25°C
ltem Leakage Current Testing Circuitry Figure B
Object
1.Results
[mA]
i i Input Volt.
Standards T.e stm 9 Measuring i Note
Circuitry Method 100 [V] 240 [V] 264 [V]
DEN-AN Figure B-1 Both phases 0.08 0.21 0.23 Operation
One of phases 0.15 0.39 0.44 Stand by
Figure B-2 Both phases 0.08 0.20 0.23 Operation
IEC62368-1 One of phases 0.15 0.39 0.43 Stand .by
Figure B-3 Both phases 0.08 0.20 0.23 Operation
One of phases 0.15 0.38 0.43 Stand by
IEC60601-1 Figure B-4 Both phases 0.08 0.20 0.23 Operation
One of phases 0.15 0.38 0.43 Stand by
The value for "One of phases" is the reference value only.
2.Condition
Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.
5 - BC-11890
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Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model AEA800F-36
Temperature 25°C
ltem Line Regulation Testing Circuitry _Figure A
Object +36V22.7A
1.Graph 2.Values
---EF-- Load 50%
A Load 100% Input Output Voltage
Voltage [V]
36.70 N \\ [V] Load 50% | Load 100%
36.60 ® . 85 36.440 36.430 3x1
= N N
= \ S 90 36.440 36.430 x¢2
S 36.50 AN :
> 90 100 36.440 36.431 x2
S 36.40 X ——— NS 200 36.440 36.431
5 AN AN 230 36.440 36.431
3 %% N 264 36.440 36.431
36.20 N \ 280 36.440 36.431
N N
* N — - _
36.10 N N — - -
36.00 A\ %1 : Load 60%
50 100 150 250 300

X2 :Load 75%

BC-11890
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Model AEAB00F-36
Temperature 25°C
ltem Load Regulation Testing Circuitry _Figure A
Object +36V22.7A
1.Graph —A—— Input Volt. 100V | 2.Values
---f+-- |InputVolt. 200V
——O—"- Input Volt. 230V Load Output Voltage [V]
- Current Input Volt. | Input Volt. | Input Volt.
36.70 \ [A] 100[V] | 200[V] | 230[V]
36.60 R 0.0 36.471 36.472 | 36.472
— . ‘\
= - 3.0 36.456 | 36.456 | 36.456
S 36.50 O
§ & IR 6.0 36.453 | 36.453 | 36.453
< 36.40 - '“t\ § 9.0 36.450 | 36.449 | 36.449
5 ™ 12.0 36.446 | 36.446 | 36.446
£36.30 S
8 : ™ 15.0 36.444 36.444 36.443
36.20 2\ 18.0 36.441 | 36.441 | 36.440
36,10 O 21.0 -- 36.438 | 36.438
' O 227 - 36.436 | 36.436
36.00 ~ 25.0 - 36.434 | 36.433
0 10 20 30 _ _ _
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
Temperature 25°C
Item Ripple-Noise Testing Circuitry  Figure C
Object +36V22.7A
1.Graph
Input Voltage 200V
Load 100%
50[mV/div]

20[ps/div]

7 . BC-11890
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Model AEA800F-36
Temperature 25°C
ltem Dynamic Load Response Testing Circuitry _Figure A
Object +36V22.7A
Input Volt. 200 V Response. t1=t2=50us. Typ
Cycle 1000 ms
Load Current
_tl t2 | |
Load 0%(0A) «——
Load 100%(22.7A)
2 \
1 T —
500[mV/div]
10[ms/div] 10[ms/div]
Load 50%(11.35A) «——
Load 100%(22.7A)
b e At
500[mV/div]
10[ms/div] 10[ms/div]
.8 - BC-11890
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Model AEA800F-36
Temperature 25°C
ltem Rise and Fall Time Testing Circuitry  Figure A
Object +36V22.7A
1.Graph
Load 75% Input Volt. 100 V
Output (
Volt.
[5v/div]| |
0 ]
Load 100% Input Volt. 200V |
Output [
Volt.
[5v/div]| |
0
Input
Volt. 0 \/
Time [100ms/div] Time [10ms/div]
2.Values [ms]
Load Time Td Tr Ts Th Tf
100 % 555.0 4.5 559.5 30.7 18.4
100 % 554.0 4.5 558.5 23.2 12.7
Output y ________ | == ——
Volt. 1 o | : I I ' : |
ov — 10/o_l e i______:__?¥=)
Volt. ! , , i A !
boTd T L P Tht Tf !
! ! ! L e
i Ts i I I
’ ! i
9 - BC-11890
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Model AEA800F-36
Temperature 25°C
ltem Hold-Up Time Testing Circuitry _Figure A
Object +36V22.7A
1.Graph 2.Values
---BEF-- Load 50%
2 Load 100% Input Hold-Up Time
1000 - . Voltage [ms]
\:\ S [V] Load 50% | Load 100%
— 85 44 37
£ N ) 90 45 30 x2
o 100 = N 100 45 29 2
S S k
[ I B ;R S EEA 200 44 24
=) i —— 230 44 25
3 264 44 25
T 10 S N
> ~ 280 44 25
AN \ — i -
\ N - j .
N N
1 %1 : Load 60%
50 100 150 200 250 300 %2 - Load 75%
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
10 - BC-11890
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Model AEAB00F-36
Temperature 25°C

Item Instantaneous Interruption Compensation Testing Circuitry _Figure A

Object +36V22.7A
1.Graph —A—— Input Volt. 100V | 2.Values

---f+-- InputVolt. 200V
——O—-- |Input Volt. 230V Load Time [ms]
1000 . Current Input Volt. | Input Volt. | Input Volt.
£ \‘ [A] 100[V] | 200[v] | 230[V]
0.0 - - -
£ N
[ 3.0 160 159 160
s 100 E 6.0 81 81 82
"(B' N . N
@ \ 9.0 55 56 55
- i 12.0 40 41 40
AN

S 1o . 15.0 32 32 32
a o 18.0 28 28 27
o AN
® 21.0 - 23 23
2 \ 22.7 i 21 22
% 1 25.0 - 20 19
= 0 10 20 30 — - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model AEAB00F-36
Temperature 25°C
ltem Overcurrent Protection Testing Circuitry _Figure A
Object +36V22.7A
1.Graph ——A InputVolt. 100V | 2.Values
----- O Input Volt. 200V
"""" O Input Volt. 230V Output Load Current [A]
50 Voltage Input Volt. | Input Volt. | Input Volt.
[V] 100[V] 200[V] 230[V]
NS
40 N 36 52.23 57.20 57.20
> o A0 - - - -
o) Ny
g 30 N - - - -
o
9 - - - .
3 20 - - - -
= - _ i} i
(@)
10 -- - - -
0 -- - - -
0 20 40 60 — i . i
Load Current [A] - i, ; i,
Note: Slanted line shows the range of the rated - i, ; ;

load current.

Overcurrent protection is Hiccup mode

12 - BC-11890
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Model AEA800F-36
Item Ambient Temperature Drift Testing Circuitry  Figure A
Object +36V22.7A
1.Values Load 100%
. o Output Voltage [V]
Ambient Temperature[°C]
Input Volt. 100V Input Volt. 200V Input Volt. 230V
-20 36.257 36.257 36.257
25 36.431 36.431 36.432
50 36.484 36.484 36.484
Minimum Input Voltage
ltem for Regulated Output Voltage Testing Circuitry _Figure A
Object +36V22.7A
1.Values
, . Input Voltage V]
Ambient Temperature[°C]
Load 50% Load 100%
-20 72 72
25 72 72
50 72 72
Item Overvoltage Protection Testing Circuitry  Figure A
Object +36V22.7A
1.Values Load 0%
, . Operating Point [V]
Ambient Temperature[“°C]
Input Volt. 100V Input Volt. 200V
-20 47.12 46.60
25 48.52 48.52
50 49.51 49.51
13 - BC-11890
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Temperature
Chamber
A
NN OO0 _
| Electronic > Power > Electronic
AC i supoly <[ | DC Load
p Switch upply
ower Power "
Supel Meter Oscilloscope
A 4
> Relay Unit [
> DVM
Data Acquisition/Control Unit
Figure A
AC Power DC Adi
justable
AC Input Voltmeter .
Line > Supply |—»| Ammeter [ Load
4 rc
1kQ
Effective Value of
Voltmeter[V]
Leakage Current A] =
p| Effectivevalue | | Value 1 [
Voltmeter
Figure B-1 ( DEN-AN )
AC Power DC Adjustable
AClnput - —p| Voltmeter > Supply |—»| Ammeter [»| Load
Line
FG

500Q+0.1%

rn 1.5kQ+0.1%

_{

0.022uF£1.0%

%1 0F¥FOM0L

0.22uF+1.0%

Effective Value of

Voltmeter[V]
Leakage Current A] =
» Effective value [~ Value 500 [Q]
Voltmeter
Figure B-2 ( IEC62368-1 refer to IEC60990 Fig.4 )
. 14 - BC-11890
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AC Input AC || Power Supply DC Adjustable
Ling P Voltmeter 7] | Ammeter [®]  Load
1.5kQ+0.1%
5000+0.1%
= | 0.22uF%1.0%
o
=
o)
!5 Effective Value of
> Voltmeter[V]
9100pF+1.0% EN Leakage Current
| | Value [A] =
|| 500 [Q]
20kQ£0.1% '— 6200pF+1.0%
> Effective value |__|
Voltmeter
Figure B-3 ( IEC62368-1 refer to IEC60990 Fig.5)
AC Input AC . | Power Supply DC Adjustable
Line | Voltmeter i »  Ammeter [®| Load
FG
1 1kQ+1.0%
)
=~
E} Effective Value of
g Voltmeter[V]
2 | Leakage Current
0.015uF+£2.0% EN =
H | ° Value [Al 1K [Q]
|1
P Effective value
Voltmeter
Figure B-4 ( IEC60601-1)
C1=22F
Temperature Chamber  Measuring (Electrolytic capacitor)
board
QI —
N IS I - , |
L » "| Electronic
AC Power Power Meter Power Supply C1 DC Load
Supply BN >
Oscilloscope
150mm BW:20MHz
Figure C
- 15 - BC-11890




