
Line conduction  &  Radiated emission
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Model CQS48033-45 Temp.
DATA SHEET Date
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VB

Tested by

Level(QP)
[dBuV]

Limit(Ave.)
[dBuV]

54.9 6645 45 9.9 54.9

72.803 72.7 BL

MeterReading
(QP)[dBuV] Ant. TypeFrequency

[MHz]
-31.96

Polar.

Line

0.4109

Antenna
Factor[dB/m]

Cable &
Preamp[dB] Height[cm]Level(QP)

[dBuV/m]
Angle

[ﾟ]
Limit

[dBuV/m]
Margin

[dB]

Hori. 50 3.246.8 359 160

80

70

60

50

40

30

20
1000M700M500M300M200M100M70M50M30M

RADIATED EMISSION
Model Name CQS48033-45:
Model No. :
Serial No. :
Points 1:
Detector PEAK/QP:
Polarization Horizontal:
Power Supply DC 48V:

Temp. 25:
Humi. 45:
Date 2003/8/12 20:17:
Test Equip. R3132,ESPC:
Comment R.Sakai:
Load 100% (+3.3V 45A)

Limit: [EN 55022] Class A<3m>
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LINE CONDUCTION
Model Name CQS48033-45:
Model No. :
Serial No. :
Points 1:
Detector PEAK/QP/Ave.:
Line Mode VB:
Power Supply DC 48V:

Temp. 25:
Humi. 45:
Date 2003/8/12 13:51:
Test Equip. R3132,ESPC:
Comment R.Sakai:
Load 100%(+3.3V 45A)

Limit1: [EN 55022] Class A(QP)
Limit2: [EN 55022] Class A(Ave.)
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