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LINE CONDUC"I'ION

Model Name cQs48120-14 Temp. 25degC

Model No. Humi. 45%

Serial No. Date 2007/1/11 21:00

Points 3 Test Equip. R3132,ESPC

Detector PEAK/QP/AV e. Load Line

Line Mode VA/VB Comment

Power Supply DC 48V

Limit1: [EN 55022] Class A(QP)

Limit2: [EN 55022] Class A(Ave.)
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Frequency | Meter Reading| Meter Reading] ~ Factor  |Level(Ave.)| Level(QP) Line Limit(Ave.)| Limit(QP) [Margin(Ave.)| Margin(QP)
[MHz] | ave)raBuvi [ (@P)iaBuv) [dB] [dBuV] [dBuV] [dBuV] [dBuV] [dB] [dB]
26.3361 38.6 38.5 10.4 49 48.9 VA 60 73 11 241

0.4252 45.2 44.7 9.9 55.1 54.6 VB 66 79 10.9 244
29.7346 38.1 38.9 10.5 48.6 49.4 VB 60 73 11.4 23.6
RADIATED EIVIISSION
Model Name cQs48120-14 Temp. 25degC
Model No. Humi. 45%
Serial No. Date 2007/1/12 10:42
Points 4 Test Equip. R3132,ESPC
Detector PEAK/QP Load Line
Polarization Hori. & Vert. Comment
Power Supply DC 48V
Limit: [EN 55022] Class A<3m=>
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Frequency [HZ]

Frequency | MeterReading Antenna Cable & | Level(QP)| Angle . Limit Margin

MHZ] | (@Pieeuvy | A" TYP® | eaciorap/mi | Preampidb] | [aBuvim] | [] Height[cm]|  Polar. [dBuV/m] [dB]
149.75 51.3 BL 10.6 -28.2 33.7 352 160 Hori. 50 16.3
42.739 56.7 BL 11.5 -28.4 39.8 355 101 Vert. 50 10.2
59.237 64.6 BL 4.8 -25.3 441 335 121 Vert. 50 5.9
63.018 65.8 BL 4.8 -25.4 45.2 356 117 Vert. 50 4.8
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OPhotographs of Test Set-Up
LINE CONDUCTION

RADIATED EMISSION

O Testing circuitry
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L1 : TmH 5A Inductor
Ci : 224 F Film capacitor

C2 : 100V 33 4 F Electric capacitor
C34 : 630V 0.068uF Film capacitor
C5 : 25V 10 4 F  Electric capacitor
C6,7 : 630V 0.033uF Film capacitor



