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load cu

rrent.

Note: Slanted line shows the range of the rated

Model LHA15F-24
Temperature 25°C
ltem Input Current (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- Input Volt. 200V
——O—-- Input Volt. 230V Load Input Current [A]
0.50 Current Input Volt. | Input Volt. | Input Volt.
\\ [A] 100[v] | 200[v] | 230[V]
0.40 \}\ 0.00 0.007 0.006 0.006
< N\ A 0.10 0.066 0.042 0.038
E < 0.20 0115 | 0072 | 0.065
CSJ 0.30 0.161 0.099 0.092
S 020 ) N oo 0.40 0.205 | 0.127 | 0.115
=i e ?g/;\s%ﬁ 0.50 0249 | 0.151 | 0.139
/4/ ‘—/._E;_'——‘TEH’ \\ 0.60 0.293 0.177 0.160
0.10 ) / }g \\ 0.70 0.337 | 0203 | 0.185
/ = N 0.77 0.369 0.221 0.201
0.00 -- - - -
0.0 0.2 0.4 0.6 0.8 — - - -
Load Current [A]
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Model LHA15F-24
Temperature 25°C
ltem Efficiency (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- Input Volt. 200V
—-—O—-- Input Volt. 230V Load Efficiency [%]
100 < Current Input Volt. | Input Volt. | Input Volt.
) [A] 100[V] 200[V] 230[V]
N j § §
90 N, 0.00
N
— L\ 0.10 79.5 78.7 78.7
O\ —— el = (e
= = 7 ——f 0.20 81.9 82.2 82.3
(@] 80 y A,
S 0.30 83.0 84.3 84.3
ke N 0.40 83.1 84.7 84.8
w70 N 0.50 82.7 85.3 85.3
\\ 0.60 82.2 85.1 85.5
60 \\ 0.70 81.5 84.4 84.5
3 0.77 80.9 84.3 84.3
50 - - - -
0.0 0.2 0.4 0.6 0.8 — - - -
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LHA15F-24
Temperature 25°C
ltem Power Factor (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- Input Volt. 200V
——O—-- Input Volt. 230V Load Power Factor
1.0 Current Input Volt. | Input Volt. | Input Volt.
\\\ [A] 100[V] | 200[V] | 230[V]
08 \\ 0.00 0.303 0.222 0.209
5 \\ 0.10 0.457 0.368 0.353
9 06 ) 0.20 0.505 0.406 0.391
“q;) . 0.30 0.539 | 0.431 0.414
3 /A/t i RS RN . . . .
Soa | A g8 = 0.40 0564 | 0.451 | 0.431
B \\ 0.50 0.583 0.466 0.446
?/ ' N 0.60 0599 | 0479 | 0.458
0.2 § \1 0.70 0612 | 0491 | 0.469
3 0.77 0.619 0.497 0.476
0.0 -- - - -
0.0 0.2 0.4 0.6 0.8 — - - -
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Primary inrush current

Model LHA15F-24 Temperature N
Item Inrush Current Testing Circuitry  Figure A
Object
Input Voltage 100 V
Frequency 60 Hz
Input —~ Load 100 %
Current
[20A/div] Primary inrush current :
114 A
- LAAAD VA ANAARARA AR A A Secondary inrush cur:e;tA:
Vo WYY L '
ool L
[50ms/div]
Input Voltage 230V
Frequency 60 Hz
Input Load 100 %
Current
[20A/div] Primary inrush current :
276 A
»‘ Secondary inrush current :
Input ﬂ 1.2A
Voltage
[200V/div] |

[50ms/div]

Secondary inrush current

ot

BC-11877




—CO$EL

Model LHA15F-24
Temperature 25°C
ltem Leakage Current Testing Circuitry  Figure B
Object
1.Results
[mA]
i i Input Volt.
Standards T'estl'n 9 Measuring NP 0 Note
Circuitry Method 100 [V] 230 [V] 240 [V]
DEN-AN Figure B-1 Both phases 0.02 0.05 0.05 Operation
One of phases 0.03 0.07 0.07 Stand by
Figure B-2 Both phases 0.02 0.05 0.05 Operation
IEC62368-1 One of phases 0.03 0.07 0.07 Stand lby
Figure B-3 Both phases 0.02 0.05 0.05 Operation
One of phases 0.03 0.07 0.07 Stand by
The value for "One of phases" is the reference value only.
2.Condition
Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.
BC-11877
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Model LHA15F-24

ltem Line Regulation

Temperature 25°C
Testing Circuitry  Figure A

Object +24V0.7A

1.Graph
---EF-- Load 50%
—2A—— Load 100%
24.40
\ AN
24.30 N N
~ S N
S
= 24.20 N N
> L \
S N N
S 24.10
= %ﬁ-ﬁr PR
2 AN
a 24.00 S
5 N AN
o A
23.90 S N
= N,
N
23.80 N N
N
23.70 S
50 100 150 200 250 300

Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

2.Values
Input Output Voltage
Voltage V]
V] Load 50% Load 100%
85 24.056 24.053
90 24.055 24.053
100 24.056 24.053
120 24.056 24.053
200 24.056 24.053
230 24.056 24.053
264 24.056 24.054
280 24.056 24.054

- BC-11877
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Model LHA15F-24
Temperature 25°C
ltem Load Regulation Testing Circuitry  Figure A
Object +24V0.7A
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- Input Volt. 200V
— —©—-- Input Volt. 230V Load Output Voltage [V]
24.40 Current Input Volt. | Input Volt. | Input Volt.
Q [A] 100[V] | 200[V] | 230[V]
24.30 N 0.00 24.058 | 24.058 | 24.058
2. 2420 N 010 | 24.058 | 24.058 | 24.058
g g 0.20 24.057 | 24.057 | 24.057
S 2410 B N N N A AN 0.30 24.056 | 24.057 | 24.057
g 24,00 \\ 0.40 24.056 | 24.056 | 24.056
3 N 0.50 24.055 | 24.055 | 24.055
23.90 :\ 0.60 24.054 | 24.054 | 24.055
23,80 N 0.70 24.053 | 24.054 | 24.054
O 0.77 24.053 | 24.053 | 24.053
23.70 - - - -
0.0 0.2 0.4 0.6 0.8 — - - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model LHA15F-24

ltem Dynamic Load Response

Temperature 25°C
Testing Circuitry  Figure A

Object +24V0.7A

Input Volt. 230 V
Cycle 1000 ms

t1i2=50pus
Load Current /‘ ‘\
<
t1 t2
Min.Load (0A)«——
Load 100% (0.7A)
o T~
V
200 mV/div
1 ms/div 4 ms/div
Min.Load (0A)«——
Load 50% (0.35A)
M~~~
200 mV/div
1 ms/div 4 ms/div
Load 50% (0.35A)
Load 100% (0.7A)
200 mV/div
1 ms/div 4 ms/div
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Model LHA15F-24
Temperature 25°C
ltem Ripple-Noise(by Load Current) Testing Circuitry  Figure C
Object +24V0.7A
1.Graph 2.Values
—A—— Input Volt. 100V
—:—O—-- Input Volt. 230V Load Ripple-Noise [mV]
200 Current Input Volt. Input Volt.
i\ [A] 100 [V] 230 [V]
) 0.00 70 70
E 150 N 0.10 15 15
2 >\ 0.20 15 15
k=] 100 0.30 30 15
P N 0.40 45 20
& A 0.50 45 35
50 2\ :\ A 0.60 45 35
\ P - e 0.70 G 3
——ar"— - —© R 0.77 50 35
0o.o 0.2 0.4 0.6 0.8 — - -

Load Current [A]

Measured by 20 MHz Oscilloscope.

Ripple-Noise is shown as p-p in the figure below.

Note: Slanted line shows the range of the rated
load current.

T1: Due to AC Input Line
T2: Due to Switching

Ripple-Noise
T2 [mVp-p]

v

T1

Fig. Complex Ripple Wave Form
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Model LHA15F-24
ltem Ambient Temperature Drift Testing Circuitry  Figure A
Object +24V0.7A
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- Input Volt. 200V
——O—-- Input Volt. 230V Ambient Output Voltage [V]
24.40 Temperature | Input Volt. | Input Volt. | Input Volt.
W [°C] 100[V] | 200[V] | 230[V]
24.30 : N
[ I -20 24.016 | 24.018 | 24.018
= 24.20 > -15 24.021 | 24.024 | 24.023
o) : N\
> \\ -10 24.028 | 24.029 | 24.029
9 24.10 N ‘; 0 24.038 | 24.039 | 24.039
3 24.00 A\ N 25 24.053 | 24.053 | 24.053
E " N 40 24.056 | 24.057 | 24.057
23.90 :\ 50 24.058 | 24.059 | 24.058
\ s 55 24.057 | 24.057 | 24.057
23.80 N
:\ 60 24.054 | 24.054 | 24.054
23.70 S 70 24.049 | 24.052 | 24.051
-40 -20 0 20 40 60 80 — - - -

Ambient Temperature [°C]
Load 100%

Note: Slanted line shows the range of the rated
ambient temperature.

10 - BC-11877




—CO$EL

Volt.

\ 4
M

\ 4

M

Td Tr

\'4

/N

Ts

Model LHA15F-24
Temperature 25°C
Item Rise and Fall Time Testing Circuitry  Figure A
Object +24V0.7A
1.Graph
Load 100% Input Volt. 100 V
Output
Volt.
[5V/div]
0
Load 100% Input Volt. 230 V
Output
Volt.
[5V/div]
0
Vel S AV AVAVAVAVAVAVAVAVY
Volt. 0 \/\/\’
Time [20ms/div] Time [50ms/div]
2.Values [ms]
Input VoI, Time Td Tr Ts Th Tf
100 V 12.7 12.8 25.5 24.8 27.3
230V 11.8 12.6 24.4 159.5 28.3
Output o — — /_______!l______b
Volt. %0 7 I \
L[5 il i — — ——
Input

M

El 4
M
W

Tf
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Model LHA15F-24
Temperature 25°C
ltem Hold-Up Time Testing Circuitry  Figure A
Object +24V0.7A
1.Graph 2.Values
---EF-- Load 50%
—4—— Load 100% Input Hold-Up Time
1000 - - Voltage [ms]
s N5 V] Load 50% | Load 100%
AN — -
- . e o= y 85 36 13
£ ] o] 90 42 16
o 100 i = 100 53 22
£ S :
= h AN 120 81 35
a Py
2 ' | 200 244 113
e ) 230 326 155
T 10 S S
= R 264 435 211
R > 280 494 239
N| \\ - - -
LN
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
BC-11877
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LHA15F-24
Temperature 25°C

ltem Instantaneous Interruption Compensation Testing Circuitry  Figure A

Object +24V0.7A
1.Graph —A—— Input Volt. 100V | 2.Values

---EF-- Input Volt. 200V
——O—-- Input Volt. 230V Load Time [ms]

10000 - Current Input Volt. | Input Volt. | Input Volt.
£ N Al 100[v] | 200v] | 230v]
0 AN 0.00 - - -
= 1000 = < 0.10 186 804 1072
S oo N 0.20 94 418 560
3 00 e o 0.30 63 284 381
"é& x ~N— 0.40 46 211 285
8 0.50 35 168 227
g 10 D 0.60 27 136 186
@ = 0.70 22 113 155
£ ~. 0.77 17 96 134
z - : i i
= 0.0 0.2 0.4 0.6 0.8 — - - -

13 - BC-11877
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Model LHA15F-24
Minimum Input Voltage
ltem for Regulated Output Voltage Testing Circuitry  Figure A
Object +24V0.7A
1.Graph 2.Values
---fF-- Load 50%
A Load 100% Ambient Input Voltage
100 . Temperature [V]
. N [°C] Load 50% Load 100%
80 \\ L -20 34 63
- N N
> N N -15 34 63
) N N
-10 34 62
)] £ .
< 60 hﬁ"’:&?é\ ‘
S N R e O 0 34 61
5 NS 25 33 58
Q 40
= o ﬂ{ﬁ M 2 2181 | 40 33 56
AN N 50 32 55
20 l\ A 55 32 54
N > 60 32 54
0 70 32 54
40 -20 0 20 40 60 80 — - -

Ambient Temperature [°C]

Note: Slanted line shows the range of the rated
ambient temperature.
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Model LHA15F-24
Temperature 25°C
ltem Overcurrent Protection Testing Circuitry  Figure A
Object +24V0.7A
1.Graph 2.Values
Input Volt. 100V
Input Volt. 230V Output Load Current [A]
30 Voltage Input Volt. Input Volt.
J [V] 100[V] 230[V]
. N 24.0 0.98 0.94
> N - . .
o 20 N
(@]
8 - - -
o
S - - -
§_ - - -
5 10
3 - - -
0 - - -
0.0 0.4 0.8 1.2 i i i
Load Current [A] i - -
Note: Slanted line shows the range of the rated i, - -
load current.
Overcurrent protection is Hiccup mode.
- 15 - BC-11877
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Model LHA15F-24
ltem Overvoltage Protection Testing Circuitry  Figure A
Object +24V0.7A
1.Graph 2.Values
—A—— Input Volt. 100V
---EF-- Input Volt. 230V Ambient Operating Point [V]
35.0 . Temperature Input Volt. Input Volt.
\ N [°C] 100[V] 230[V]
_ A ) N -20 33.48 33.38
=.33.0 G ia 15 33.47 33.37
E e ? 10 33.46 33.33
210 \ 0 33.44 33.31
I ' \ 25 33.39 33.24
g N N 40 33.32 33.18
© st N A 50 33.27 33.13
\\. \ 55 33.23 33.09
N\ N 60 33.21 33.07
27.0 \ 70 33.17 33.02
40 20 0 20 40 60 80 — - -
Ambient Temperature [°C]
Load 0%
Note: Slanted line shows the range of the rated
ambient temperature.
- 16 - BC-11877
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50002+0.1%

0.022uFx1.0%

-t

Temperature
Chamber
Electronic D |:| |:| F = .
»| Switch » » Power Supply | Electronic
~J
AC Power L DC Load _%
Supply Power Meter
Oscilloscope
A
\ 4
Relay Unit
T DVM
Data Acquisition/Control Unit
Figure A
2 Adjustable
Voltmeter Power " DCt Lond
ACInput _p)| Ml supply || Ammeter |y
Line
FGT
1k
Effective Value of
Leakage Current Voltmeter[V]
Effective value Value [A] =
1k [
Voltmeter [
Figure B-1 ( DEN-AN )
AC Power ‘ DG Adjustable
AC Input —p Valtmeter Supply | Ammeter Load
Line |
FG

1

1.5k0+0.1%

4{

%L 0FOM0L

Effective value
Voltmeter

0.22uF+1.0%

Leakage Current

Value [A] =

Effective Value of
Voltmeter[V]

500 [Q)]

Figure B-2 ( IEC62368-1 refer to IEC60990 Fig.4 )
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AC Power DC Adjustable
Voltmeter Ammeter Load
AC Input  —p » Supply [ —¥
Line
FG
1.5k0+0.1%
— 5000+0.1%
| 0.22uFx1.0%
(=]
.
o
T
o
=
9100pF+1.0%
| | r Effective Value of
| | Voltmeter[V]
Leakage Current_
Value [A]
500 [Q]
— 20k(x+0.1% *I |~ 6200pF+1.0%
Effective value
1 Voltmeter [
Figure B-3 ( IEC62368-1 refer to IEC60990 Fig.5)
Temperature Chamber
Measuring
= =~ board
i | . |
> > B B > Electronic
AC Power Power Meter SWATERRY c1_| c2 o DC Load
Supply "
150mm :
Oscilloscope
BW.20MHz
C1= 0.1 pF
(Ceramic capacitor)
C2= 22 uF

(Electrolytic capacitor)

Figure C
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