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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LHA75F-15
Temperature 25°C
Item Input Current (by Load Current) Testing Circuitry Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Input Current [A]
20 Current Input Volt. | Input Volt. | Input Volt.
\\ [A] 100[V] 200[V] 230[V]
N 0.0 0.058 0.100 0.115
<15 AN 1.0 0.221 0.185 0.189
‘S \‘\: 2.0 0.388 0.261 0.255
8 Lo AN ) 3.0 0.555 0.337 0.322
s /M 4.0 0.727 | 0.415 | 0.390
é‘ N 5.0 0.902 0.498 0.460
05 A e 5.5 0.991 0.539 0.496
/< ==Y n } } }
-t N S I N
0.0 -- - - -
0 2 4 6 — _ _ _
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LHA75F-15
Temperature 25°C
Item Efficiency (by Load Current) Testing Circuitry Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
——O—-- |Input Volt. 230V Load Efficiency [%]
100 . Current Input Volt. | Input Volt. | Input Volt.
s [A] 100[v] | 200[v] | 230[V]
% . 0.0 - - -
—_ _gp—-—E— g8 1.0 78.2 77.3 76.6
X i
= 80 /E’ \ 2.0 83.2 84.0 83.7
Q z
2 & N 3.0 84.8 86.2 86.1
2 \\: 4.0 85.4 87.2 87.2
w70 \;\ 5.0 85.6 87.4 87.7
N 55 85.6 87.6 87.7
60 ht
‘\ - - - -
\\
q - - - -
50 ' -- - - -
0 2 4 6 — _ _ _
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Load Current [A]

Note: Slanted line shows the range of the rated
load current.

Model LHA75F-15
Temperature 25°C
Item Power Factor (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —2A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Power Factor
1.0 — Current Input Volt. | Input Volt. | Input Volt.
. TN A] 100[v] | 200v] | 230[v]
/5/ ______ -2
0.8 FEI s 20 0.0 0222 [ 0045 | 0.044
. / T 1.0 0.868 | 0520 | 0.450
S 06 [ e N 2.0 0934 | 0684 | 0.611
5 [ ws 3.0 0959 | 0.776 | 0.706
z | o N\ 4.0 0971 | 0833 | 0.769
o 04 / i R\ 5.0 0.976 0.866 0.812
\
( ,"-/ \\ 55 0.979 0.878 0.827
0.2 ¢4 N . R R R
J
0.0 i \
. 0 2 4 6 — i ) N
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Model

LHA75F-15

Primary inrush current

_VJ_VJL

Secondary inrush current

Temperature 25°C
Item Inrush Current Testing Circuitry Figure A
Object
Input Voltage 100V
Frequency 60 Hz
Input e P e NN~ Load 100 %
Current
[20A/div] Primary inrush current :
128 A
AAAAARAARRARANARD Ty Secondary inrush current :
e L —
[100V/div] ARARRNARAARRARNARARRNARNAR
Time [50ms/div]
Input Voltage 230V
Frequency 60 Hz
Input R e i e e e IS LETo) 100 %
Current
[20A/div] Primary inrush current :
316 A
\ n n ﬂ Secondary inrush current :
Input \ I 24 A
Voltage
[200V/div] ‘ \ \ ’ UV
Time [50ms/div]
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Model LHA75F-15
Temperature 25°C
Item Leakage Current Testing Circuitry Figure B
Object
1.Results
[mA]
' i Input Volt.
Standards T.e stm g Measuring P Note
Circuitry Method 100 [V] 230 [V] 240 [V]
DEN-AN Figure B-1 Both phases 0.13 0.34 0.36 Operation
One of phases 0.26 0.67 0.71 Stand by
Figure B-2 Both phases 0.11 0.28 0.29 Operation
IEC62368-1 One of phases 0.21 0.56 0.58 Stand .by
Figure B-3 Both phases 0.11 0.28 0.30 Operation
One of phases 0.21 0.55 0.58 Stand by
The value for "One of phases" is the reference value only.
2.Condition
Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.
BC-11409
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Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.

Model LHA75F-15
Temperature 25°C
Item Line Regulation Testing Circuitry Figure A
Object +15V5A
1.Graph 2.Values
---EF-- Load 50%
2 Load 100% Input Output Voltage
Voltage V]
15.40 - \‘~ V] Load 50% Load 100%
N N _
15.20 N N 85 15.072
>. - 920 15.072 15.069
g 15.20
2 100 15.072 15.069
S 15.10 N N N 120 15.072 15.069
‘g‘_ N N 200 15.072 15.069
E 15.00 . 230 15.072 15.069
14.90 N - 264 15.072 15.069
N \\\ 280 15.072 15.069
14.80 N N
N 3 -- - -
14.70 A
50 100 150 200 250 300
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Model LHA75F-15
Temperature 25°C
Item Load Regulation Testing Circuitry Figure A
Object +15V5A
1.Graph —A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Output Voltage [V]
< Current Input Volt. | Input Volt. | Input Volt.
15.40 \\ [A] 100[V] 200[V] 230[V]
15.30 \‘\ 0.0 15.070 15.070 15.070
> O 1.0 15.073 15.073 15.073
% 15.20 S 2.0 15.072 | 15.072 | 15.072
% 15.10 — - - N\ 3.0 15.071 15.071 15.071
5_ 15.00 B \‘\h A 4.0 15.070 15.070 15.070
8 : . 5.0 15.069 15.069 15.069
14.90 \\ 5.5 15.068 15.068 15.068
14.80 N . : : :
14.70 - - - -
0 2 4 6 — _ _ _

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model LHA75F-15

Item Dynamic Load Response

Temperature 25°C
Testing Circuitry Figure A

Object +15V5A

Input Volt. 230 V
Cycle 1000 ms
t1,2=50pu s
Load Current
K< >l <
t1 t2
Min.Load (0A)——
Load 100% (5A)
\\‘\j\lk\ \‘l\\‘ N|
T
200 mV/div
1 ms/div 10 ms/div
Min.Load (0A)«——
Load 50% (2.5A)
\\ AU A
~ ~ NN
v
200 mV/div
1 ms/div 10 ms/div
Load 50% (2.5A)
Load 100% (5A)
200 mV/div
1 ms/div 10 ms/div
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Model LHA75F-15
Temperature 25°C
Item Ripple-Noise (by Load Current) Testing Circuitry Figure C
Object +15V5A
1.Graph 2.Values
——A—— |nput Volt. 100V
—+—O—"'- Input Volt. 230V Load Ripple-Noise [mV]
200 < Current Input Volt. Input Volt.
J% O [A] 100 [V] 230 [V]
\ N 0.0 185 185
% 150 \ N 1.0 30 30
© AN 2.0 40 40
RE )
g \ 3.0 50 50
- 100
b \\ 4.0 60 60
o \ 5.0 65 65
2 .
50 \ n/m/ﬁ/‘ *”*\ﬁ/a 5.5 70 70
\ \ S —
N - - -
0 - - -
0 2 4 6 _ _ _

Load Current [A]

Measured by 20 MHz Oscilloscope.

Ripple-Noise is shown as p-p in the figure below.

Note: Slanted line shows the range of the rated
load current.

T1: Due to AC Input Line
T2: Due to Switching

Ripple-Noise
T2 [mVp-p]

T1

Fig. Complex Ripple Wave Form
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Model LHA75F-15
Item Ambient Temperature Drift Testing Circuitry  Figure A
Object +15V5A
1.Graph —A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
—-—O—-- |InputVolt. 230V Ambient Output Voltage [V]
~ Temperature | Input Volt. | Input Volt. | Input Volt.
15.40 !,\\ } [°C] 100[V] 200[V] 230[V]
15.30 D RN -20 15.040 | 15.040 | 15.040
S N\ N
2 .k\ S, -15 15.045 15.045 15.045
® !
= 15.20 N N -10 15.050 | 15.050 | 15.050
= N N
S 1510 N N 0 15.059 | 15.059 | 15.059
5 N N\ 25 15.070 15.070 15.070
£15.00 A \
8 ) N 40 15.072 15.072 15.072
14.90 \\ .\\ 50 15.073 15.073 15.073
N, AN
) 60 15.076 15.076 15.076
14.80 AN \\
14.70 N - - - -
-40 -20 0 20 40 60 80 _ - - -

Ambient Temperature [°C]
Load 100%

Note: Slanted line shows the range of the rated
ambient temperature.
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Model LHA75F-15
Temperature 25°C
ltem Rise and Fall Time Testing Circuitry Figure A
Object +15V5A
1.Graph
[ Load 100% Input Volt. 100V ]
Output
Volt.
[2vidivl| }
0
[ Load 100% Input Volt. 230V ]
Output
Volt.
[2vidivl| }
0
v o A
Volt. 0 /\/
Time [100ms/div] Time [20ms/div]
2.Values [ms]
Input VoIt Time Td Tr Ts Th Tf
100 V 100.5 13.5 114.0 26.0 5.9
230V 89.0 14.0 103.0 26.2 5.9
Output 90%_ ________!!_ _____ N
Volt. 10(%)/~/‘Z I I \
S = 1E———— S
|
Input |
Volt. s
|
Td Tr I I Th| Tf
<1 D
N
Is I
- 11 - BC-11409
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Model LHA75F-15
Temperature 25°C
Item Hold-Up Time Testing Circuitry Figure A
Object +15V5A
1.Graph 2.Values
---EF-- Load 50%
2 Load 100% Input Hold-Up Time
1000 - . Voltage [ms]
\\ \‘ V] Load 50% | Load 100%
A\ = 85 52 -
) AN AN
£ \‘ 90 52 26
@ 100 o 100 52 26
e o — — S e A A LA 120 52 26
\| Ay
5 G . 200 52 26
o
S 1 \ ‘ 230 52 26
= N 264 52 26
N\ N\
\ K 280 55 28
N — - -
1
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
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Model LHA75F-15
Temperature 25°C
Item Instantaneous Interruption Compensation Testing Circuitry  Figure A
Object +15V5A
1.Graph —A—— Input Volt. 100V | 2.Values
---E+-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Time [ms]
1000 - Current Input Volt. | Input Volt. | Input Volt.
£ \‘ [A] 100[v] | 200[v] | 230[V]
0 < 0.0 - - -
[ & N 1.0 119 122 128
§ 100 = < 2.0 33 63 64
& BN i S N 3.0 33 42 43
‘é T 71 3 4.0 31 32 32
@]
S 10 . 5.0 25 25 25
Q2 _— 55 22 22 22
o N\
[} AN - - - -
C .
< \
“E . - - - -
O]
% 1 - - - -
= 0 2 4 6 — - - -
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
. 13 - BC-11409
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Model LHA75F-15
Minimum Input Voltage
Item for Regulated Output Voltage Testing Circuitry Figure A
Object +15V5A
1.Graph 2.Values
---EF-- Load 50%
—4—— Load 100% Ambient Input Voltage
100 - Temperature \Y|
N\ O [°C] Load 50% | Load 100%
80 \\ \§ -20 65 64
S \: \) 15 65 64
& o - e " T ) -10 65 64
N N
S 0 65 64
g \ \\\ 25 65 64
3 40 \ N
IS N\ N 40 65 64
AN N 50 65 64
20 N AN 60 65 64
N N . : :
. N N\, — - -
40 20 0 20 40 60 80 — i i
Ambient Temperature [°C]
Note: Slanted line shows the range of the rated
ambient temperature.
BC-11409
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Model LHA75F-15
Temperature 25°C
Item Overcurrent Protection Testing Circuitry  Figure A
Object +15V5A
1.Graph 2.Values
Input Volt. 100V
Input Volt. 230V Output Load Current [A]
20 Voltage Input Volt. Input Volt.
V] 100[V] 230[V]
N
16 15.00 6.24 6.24
= N 14.25 - -
g \
g 12 13.50 - ]
= 12.00 - -
g 8 10.50 - -
8 9.00 - -
4 7.50 - -
6.00 - -
0 4.50 - -
0 2 6 8
3.00 - -
Load Current [A] 1.50 - -
Note: Slanted line shows the range of the rated 0.00 - -
load current.
Overcurrent protection is Hiccup mode.
15 - BC-11409
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Model LHA75F-15
Item Overvoltage Protection Testing Circuitry Figure A
Object +15V5A
1.Graph 2.Values
——2A—— Input Volt. 100V
---EF-- InputVolt. 230V Ambient Operating Point [V]
21.0 Temperature Input Volt. Input Volt.
'\\ \Tw [°C] 100[V] 230[V]
:\\ N -20 18.56 18.56
% 20.0 s -15 18.64 18.64
5 ;\\\‘ /@}m/“ -10 18.70 18.70
% \‘ FEmbN 0 18.85 18.85
% 190 - N\, 25 19.20 19.20
g AN N 40 19.41 19.41
© 18.0 h N\ 50 19.55 19.55
E\ \\ 60 19.69 19.69
LN N . - '
17.0 : - - -
-40 -20 0 20 40 60 80 — _ _
Ambient Temperature [°C]
Load 0%
Note: Slanted line shows the range of the rated
ambient temperature.
. 16 - BC-11409
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Temperature
Chamber
Electronic |:| |:| |:| -
»| Switch > » Power Supply > Electronic
~ q y -
AC Power N DC Load
Supply Power Meter <
Oscilloscope
A
A 4
"] Relay Unit
T DVM
Data Acquisition/Control Unit
Figure A
AC Adjustable
Voltmeter Power A DCt Load
AC Input | > Supply ) mmeter |
Line
FG
1kQ
Effective Value of
Leakage Current Voltmeter[V]
»| Effective value Vvalue [Al =
1k [Q]
Voltmeter
Figure B-1 ( DEN-AN )
AC Power DC Adjustable
AC Input _y| Voltmeter 5| Supply Ammeter Load
Line
FG
M 1.5kQ
0.22uF )

Leakage Current

Effective value Value [A]
Voltmeter

Effective Value of
Voltmeter[V]

500 [Q)]

Figure B-2 ( IEC62368-1 refer to IEC60990 Fig.4)
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y nACt Power . Dct Adtjstzble
oltmeter mmeter
AC Input  —p > Supply [P o
Line
FG
1.5kQ
| 500Q
0.22uF
=
o
~
e}
9100pF
| | - Effective Value of
| | Voltmeter[V]
Leakage Current _
Value [A]
500 [Q]
Effective value
P Voltmeter [
Figure B-3 (IEC62368-1 refer to IEC60990 Fig.5)
Temperature Chamber
Measuring
board
R
- J oo
» » ectronic
AC Power Power Meter Power Supply C1 | c2 . DC Load
Supply "
150mm
Oscilloscope
BW:20MHz
Cl= 0.1 pF
( Film capacitor)
C2= 22 WF
(Electrolytic capacitor)
Figure C
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