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Model LHP150F-24-Y
Temperature 25°C
Item Input Current (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---fEF-- InputVolt. 200V
—-—O—"- |nput Volt. 230V Load Input Current [A]
5.0 . Current Input Volt. Input Volt. Input Volt.
N [A] 100[v] | 200[v] | 230[V]
4.0 \\ 0.00 0.068 0.066 0.070
< b 1.00 0.306 0.209 0.200
5., \ 2.00 0559 | 0324 | 0.303
8 3.00 0.816 0.440 0.403
5 N 4.00 1.069 0.561 0.505
22'0 5.00 1.329 0.684 0.610
s//‘%/é 6.00 1.592 0.809 0.716
1o - ;{%ﬁ-f ; 6.30 1.671 | 0.847 | 0.749
. m/%j}.ﬂe el e \ 6.9f 1.8_37 o.s?27 0.8_16
0.0 2.0 4.0 6.0 8.0 — - - i

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model LHP150F-24-Y
Temperature 25°C
ltem Efficiency (by Load Current) Testing Circuitry Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---fEF-- InputVolt. 200V
—-—O—-- Input Volt. 230V Load Efficiency [%]
100 < Current Input Volt. Input Volt. Input Volt.
[A] 100[v] | 200[v] | 230[V]
92 o = 3 0.00 - - -
= 84 2 W 1.00 820 | 828 | 829
X N
= 2.00 87.2 88.4 88.8
£ 76 3.00 88.9 90.5 90.6
8 68 N 4.00 90.2 91.4 91.6
| \
\\ 5.00 90.6 91.8 92.1
60 S 6.00 90.7 92.1 92.3
o N 6.30 90.7 92.1 92.4
6.93 90.7 92.2 92.4
44 - - - -
0.0 2.0 4.0 6.0 8.0 _ _ _ B

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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load current.

Load Current [A]

Note: Slanted line shows the range of the rated

Model LHP150F-24-Y
Temperature 25°C
Iltem Power Factor (by Load Current) Testing Circuitry Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---fEF-- InputVolt. 200V
—-—O—"- |nput Volt. 230V Load Power Factor
1.0 e A " Current Input Volt. Input Volt. Input Volt.
=== e
0.9 / g = T (Al 100[Vv] | 200[V] | 230[V]
o8 /1) )/'. = ] 0.00 0522 | 0234 | 0172
. f——S N 1.00 0948 | 0689 | 0625
8 0.7 / UJ/. \|
T < 2.00 0983 | 0.836 | 0774
0.6 [/ |
- X ;'/' \ 3.00 0.991 0.902 0.857
0.5 e
% / \\ 4.00 0.995 0.937 0.903
R 7 AN 5.00 0.997 | 0956 | 0.930
03 Iy ! 6.00 0.997 | 0.968 | 0.948
0.2 § A 6.30 0.998 0.971 0.952
0.1 N 6.93 0.998 0.975 0.959
0.0 -- - - -
0.0 2.0 4.0 6.0 8.0 — - - :
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Model LHP150F-24-Y
Temperature 25°C
Item Inrush Current Testing Circuitry  Figure A
Object
Input Voltage 100V
Frequency 60 Hz
|nput ')\v/\vfL__’-vAvf\vf\vl\vt\vf\vﬁvl\vr\vo\vf\vl\v/\vl\vl\vl\vf\vAvAvf\vAvf\ A LO ad 100 %
Current
[20A/div] Primary inrush current :

13.2 A

Secondary inrush current :

T
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Time [50ms/div]

Input Voltage 230V
Frequency 60 Hz
Input ~ A et P et Pt e e eo~wr] LOad 100 %
Current
[20A/div] Primary inrush current :
35.0A
n Secondary inrush current :
Input I 18A
Voltage
[200V/div] U U
Time [50ms/div]

Primary inrush current “ Secondary inrush current
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Model LHP150F-24-Y
Temperature 25°C
Item Leakage Current Testing Circuitry Figure C
Object
1.Results
[mA]
i i Input Volt.
Standards T.est|.n g Measuring P Note
Circuitry Method 100 [V] 230 [V] 240 [V]
DEN-AN Figure C-1 Both phases 0.15 0.36 0.37 Operation
One of phases 0.27 0.64 0.70 Stand by
Figure C-2 Both phases 0.13 0.34 0.35 Operation
IEC62368-1 One of phases 0.25 0.64 0.67 Stand Py
Figure C-3 Both phases 0.13 0.33 0.34 Operation
One of phases 0.25 0.62 0.65 Stand by
The value for "One of phases" is the reference value only.
2.Condition
Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.
BC-11711
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Model LHP150F-24-Y

Temperature 25°C
ltem Line Regulation Testing Circuitry Figure A

Object +24V6.3A
1.Graph 2.Values
---EF-- Load 50%

2 Load 100% Input Output Voltage
245 Voltage V]
K A V] Load 50% Load 100%
24.4 AN N
. \ 85 24.085 24.083
> 24.3 N 90 24.085 24.083
(O]
2545 \\‘ N 100 24.085 24.084
9 B ™ 120 24.085 24.084
=241 — oy
5 & < 200 24.085 24.084
3 240 \\ l‘ 230 24.086 24.083
3.9 N\ 264 24.086 24.084
N O 280 24.086 24.084
23.8 S \
b A == = =
23.7 \
50 100 150 200 250 300

Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.
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Model LHP150F-24-Y
Temperature 25°C
Item Load Regulation Testing Circuitry  Figure A
Object +24V6.3A
1.Graph —A—— Input Volt. 100V | 2.Values
---fF-- InputVolt. 200V
——O—- lInputVolt. 230V Load Output Voltage [V]
245 Current Input Volt. | Input Volt. | Input Volt.
" \ [A] 100[V] 200[V] 230[V]
' A 0.00 24.090 | 24.091 | 24.091
2,243 1.00 24.089 | 24.090 | 24.090
Q N
E’ 24.2 \ 2.00 24.088 | 24.088 | 24.089
S a1 3.00 24.087 | 24.088 | 24.088
T N . . : 4.00 24.086 | 24.087 | 24.087
g 24.0 N 5.00 24.085 | 24.085 | 24.085
23.9 6.00 24.084 | 24.085 | 24.085
\ 6.30 24.084 | 24.084 | 24.084
238 N 6.93 24.083 | 24.083 | 24.083
23.7 -- -- -- --
0.0 2.0 4.0 6.0 8.0 — — — —
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
Temperature 25°C
ltem Ripple-Noise Testing Circuitry Figure B
Object +24V6.3A
1.Graph
Input Voltage 230V
Load 100%
50[mV/div]
LJ ' v l | ] ' v hd ' ' v |} ' ' v
10[us/div]
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Model LHP150F-24-Y

ltem Dynamic Load Response

Temperature 25°C
Testing Circuitry  Figure A

Object +24V6.3A

Input Volt. 230 V
Cycle 1000 ms

Load Current

Response. t1=t2=50ps. Typ

t1

Yy

A

t2

Load 0%(0A) «—

Load 100%(6.3A)

200[mV/div]
20[ms/div] 20[ms/div]
Load 50%(3.15A) «——
Load 100%(6.3A)
- o " PR i-
200[mV/div]
20[ms/div] 20[ms/div]
. 8 - BC-11711
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Model LHP150F-24-Y
Temperature 25°C
ltem Rise and Fall Time Testing Circuitry Figure A
Object +24V6.3A
1.Graph
Load 100% Input Volt. 100V
Output
Volt.
[5V/div]
0
Load 100% Input Volt. 230V
Output
Volt.
[5V/div]
0
o A
Volt. 0 /\J
Time [100ms/div] Time [20ms/div]
2.Values [ms]
Input VoIt Time Td Tr Ts Th Tf
100V 57.0 16.0 73.0 40.5 14.4
230V 56.5 175 74.0 40.2 14.3
Output y________i e p—— J__\
Volt. 1 1 : I I : 1
e e e
Volt. | I | :
poTd L Tr i "Thi Tf o
SRR I
.9 - BC-11711
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Model LHP150F-24-Y
Temperature 25°C
ltem Hold-Up Time Testing Circuitry Figure A
Object +24V6.3A
1.Graph 2.Values
---EF-- Load 50%
2 Load 100% Input Hold-Up Time
1000 - - Voltage [ms]
\“ \: V] Load 50% | Load 100%
_ 85 78 40
(2]
£ \\‘ \ 90 78 40
v 100 b e =N 100 78 40
[ YN — L WY 120 78 40
o
= J \ 200 78 40
o
S 9 ) h 230 77 40
= - 264 78 40
> 2 280 78 40
1 \
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
BC-11711
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Model LHP150F-24-Y
Temperature 25°C

Item Instantaneous Interruption Compensation Testing Circuitry  Figure A

Object +24V6.3A
1.Graph —A—— Input Volt. 100V | 2.Values

---fEF-- InputVolt. 200V
—-—O—"- |nput Volt. 230V Load Time [ms]
1000 Current Input Volt. | Input Volt. | Input Volt.

£ 2 [A] 100[v] | 200[v] | 230[v]
© > 0.00 - - -
£ N
= *g\& 1.00 204 230 231
5 100 ~
.% = = 2.00 105 122 122
% m 3.00 70 80 81
g § 4.00 53 63 63
o
S 10 5.00 40 47 47
a = 6.00 28 38 39
O \
Q \Y 6.30 28 38 39
5 *
c \ 6.93 28 37 37
8 N\
2 1 -- - - -
= 0.0 2.0 4.0 6.0 8.0 — - - -

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model LHP150F-24-Y
Temperature 25°C
Item Overcurrent Protection Testing Circuitry  Figure A
Object +24V6.3A
1.Graph 2.Values
Input Volt. 100V
Input Volt. 230V Output Load Current [A]
30 Voltage Input Volt. Input Volt.
Iy
N V] 100[V] 230[V]
" 24 16.44 16.44
> 3 _ _ ]
o 20 3
(o))
g - - -
=)
2 - - -
§_ - - -
£ 10
3 - - -
0 - - -
0 4 8 12 16 20
Load Current [A] - - -
Note: Slanted line shows the range of the rated - - -
load current.
Overcurrent protection is Hiccup mode.
- 12 - BC-11711
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Model LHP150F-24-Y
Item Ambient Temperature Drift Testing Circuitry  Figure A
Object +24V6.3A

1.Values Load 100%

Output Voltage [V]

Ambient Temperature[°C]

Input Volt. 100V Input Volt. 200V Input Volt. 230V
-10 24.003 24.003 24.003
25 24.084 24.084 24.084
50 24,117 24.117 24,117
Minimum Input Voltage
Iltem for Regulated Output Voltage Testing Circuitry  Figure A
Obiject +24V6.3A
1.Values
Input Voltage
Ambient Temperature[°C] P g M
Load 50% Load 100%

-10 75 76
25 76 76
50 76 76

Item Overvoltage Protection Testing Circuitry Figure A

Object +24V6.3A

1.Values Load 0%
Operating Point
Ambient Temperature[°C] P g A
Input Volt. 100V Input Volt. 230V
-10 30.01 30.01
25 30.78 30.78
50 31.34 31.34
- 13 - BC-11711
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Temperature
Chamber
eecronc | |
Switch » »| Power Supply Electronic
> > <
DC Load
AC Power P Met
Supply ower Meter
Oscilloscope
\ 4
» Relay Unit
TP DVM
Data Acquisition/Control Unit
Figure A
Temperature Chamber
Measuring
IS m board
KN [ I . |
> > v Electronic
AC Power Power Meter Power Supply C1—T_ | C2 g DC Load
Supply >
150mm
Oscilloscope
BW:20MHz

C1= 01 uF

(Ceramic capacitor)

C2= 22 uF

(Electrolytic capacitor)

Figure B
- 14 BC-11711
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AC Input  —p
Line

AC
Voltmeter

»
>

FGT

1kQ

Effective value
Voltmeter

Figure C-1 ( DEN-AN)

AC Input
Line

—>

AC
Voltmeter

\4

AC Input —P

Line

AC
Voltmeter

Power DC AdJESt:ble
A oa
Supply |—» mmeter Ly
Effective Value of
Voltmeter[V]
Leakage Current =
Value 1K [9)]
Power DC Adjustable
Suppl! Ammeter Load
pply N
FG4

r 1.5kQ+0.1% |

5000+0.1%

%1 0FOM0L

0.022uF£1.0%

.>

Effective value
Voltmeter

0.22uF+1.0%

Effective Value of

Leakage Current Voltmeter[V]

Value =

[A] 500 [Q]

Figure C-2 (IEC62368-1 refer to IEC60990 Fig.4 )

»
L

Power DC Adjustable
Ammeter Load
Supply |[—P
FG

1 1.5kQ+0.1%

5000+0.1%

%L 0FOM0L

9100pF+1.0%

HH

Effective value

20k0Q+0.1%

Voltmeter

Leakage Current

_|

0.

22uF£1.0%

Effective Value of
Voltmeter[V]

Value =

[A] 500 [Q]

6200pF+1.0%

Figure C-3 (IEC62368-1 refer to IEC60990 Fig.5)
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