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Model MGFS304812 Temp. 25 degreeC

EMI Humid. 40 %RH

Test . ) . . -
Line conduction & Radiated emission Tested by D.Joboji

COSEL CO.,LL'TD. <<LINE CONDUCTION>> 20 October,2010 10:55
EMC Site
M()d(] Name : MGIES304812 Limit : EN 55011 Class A
Se o : Commentl : lo=2.5A
- d by : D.Joboji Commentl H
Power Supply : DC 48V Comment1
T gn\p Humid. 1 25°C . 40% Commentl1
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Frequency [MHz]
Frequency [Harm |Line [Reading Factor |Level Limit Margin Pass/ |Remark

MHz Phase |dB(uV dB dB(uVv dB(uVv dB Fail
QP |AV QP [AV |QP |AV |QP |AV

0.41343 VA 28.1] 28.3| 10.1] 38.2] 38.4 79 66| 40.8| 27.6|Pass
28.70215 VB 33.7] 33.7 11 44.7| 44.7 73 60| 28.3| 15.3|Pass

COSEL CO.,LTD. <<RADIATED EMISSION>> 19 October.2010 12:33
EMC Site MGIFS304812. de
Srange_30-1000MHz _MG.c
: MGIES304812 ILimit : EN565011 Class A 3m
: Commentl : lo=2.5A
: D.Joboji Comment2 :
Power Supply :DC 48V Comment3
Temp.Humid. 1 25°C40% Comment4

LdBC e V/md]
80

- . T T T T T T <ENSGS5011 A>
E : : : : : : : <MGITSSO4]8{"2ﬁ>t(QP>
o e i i i i i i | ————  Horizontal(PK)
6o F : : : : : : : o
E | | Vertical(QP)
- I I I I I I I
50 F | | | | | | |
3 | | | | | | |
g ! ! o ! !
30 | | | | | |
I I " 1 |
20 : : I | i
| ‘ L YL | | |
1o | | | | | |
o : ‘ ‘ : L L
30 50 100 500 1000
Frequency [MHzZ]
Frequency |Polarization |Stability |Reading Space [Level Limit Margin Pass/Fail|Height |Angle Remark
MHz dB(uV) Loss |dB(mW) dB(mWw) dB cm deg
QP dB QP QP QP
30.412|V Stable 57.3] -13.6 43.7 50 6.3|Pass 102 42
167.255(H Stable 65.2| -21.7 43.5 50 6.5|Pass 152 0
173.242|V Stable 66| -22.2 43.8 50 6.2|Pass 146 258
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Model Circuit used for measurement
Test EMI
Line conduction & Radiated emission
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Conditions

Test
Model Name

CO$EL

SEEH

EMI

MGFS3048100/MGFW30481 ]

OPhotographs of Test Set-Up

LINE CONDUCTION

OTesting circuitry

RADIATED EMISSION
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Fig.1 Testing circuitry 1
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Fig.2 Testing circuitry 2
L1 4.7uH CI8C—-4R7 (KORIN ELECTRONICS)
C1 100V 22 4 F Ceramic Capacitor
C2 80V 47 14 F  Electrolytic Capacitor
C3,C4 2kV 1000pF Ceramic Capacitor
C5,C6,C7 25V 224 F  Ceramic Capacitor
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