
25 degreeC
40 %RH

Line conduction  &  Radiated emission

Date 06-Jan-17

Model MGFW64812 Temp.

Test EMI Humid.
Tested by S.Mukaide

DATA SHEET

Frequency
MHz

Line
Phase

Pass/Fail Remark

QP AV QP AV QP AV
0.31776 VA 48.5 48.4 79 66 30.5 17.6 Pass
0.31403 VB 50.9 50.8 79 66 28.1 15.2 Pass

Level
dB(uV)

Limit
dB(uV)

Margin
dB

Frequency
MHz

Polarization Stability Reading
dB(uV)

Limit
dB(uV/m)

Margin
dB(uV/m)

Pass/Fail Height
cm

Angle
deg

Remark

QP QP QP
192.384 V Stable 24.9 50.0 25.1 Pass 102 244
368.985 H Stable 19.7 57.0 37.3 Pass 110 112
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25 degreeC
40 %RH

Line conduction  &  Radiated emission

1. Line conduction

2. Radiated emission

Test EMI Humid.
Tested by S.Mukaide

DATA SHEET Date 06-Jan-17

Model Circuit used for measurement Temp.

P.S
(Earth)

3m

Turn table

Bilog antenna

1.0m~1.6m0.8m

Radio wave absorption material

Alminum plate

Line input

AMN

P.S
(Earth)

Resistive
load

Spectrum 
analyzer

Line input

Alminum plate

0.8m

Table
0.8m
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 Conditions

 LINE CONDUCTION  RADIATED EMISSION
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