CO$EL

DATA SHEET Date 23-Apr-19
Model MGFW802415 Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by H.Yamaoka

COSEL CO.,LTD. <<LINE CONDUCTION>> 11 April,2019 10:42
EMC Site A
Model Name : MGFWEB02415 Limit : ENS53032:2012 Class A
Serial No. : Remarkl : lo=100%
Tested bw : H.Wamaoka Remark2 :
Power Supply : DC 24 Remark3
Temp. Humid 1 25°C . 40% Remark4
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Frequency Line Level Limit Margin Pass/Fail |[Remark
MHz dB(uV) dB(pVv) dB
QP AV QP AV QP AV
0.2|L1 48.4 48.3 79 66 30.6 17.7|Pass
25.015|L1 38.3 33.2 73 60 34.7 26.8[Pass
25.51|N 33.5 27.4 73 60 39.5 32.6[Pass
COSEL <CO..LTD. CCRADIATED EMISSION>> 11 April,2019 10:58
EMC Site A MGFWSE02415.dat
Model D MGFWS02415 Standard : ENSS032:2012 Class A 3m
Serial No. H Remarkl : [o=100%
Tested by Namaoka Remark?2 H
Power Supplyv DC 24\ Remark3
Temp/Humid 25°C /40% Remark4
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Frequency |Polarization |Stability [Lewvel Limit Margin Pass/Fail [Height |Angle |[Remark
MHz dB(uVv/m) [dB(uV/m) |dB cm deg
QP QP QP
144.054|H Stable 32.2 50 17.8|Pass 214.7 6.7
146.896|V Stable 32.3 50 17.7|Pass 101.5| 348.6
44.268(V Stable 35.2 50 14.8|Pass 100| 296.7
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CO$EL

DATA SHEET Date 23-Apr-19
Model Circuit used for measurement Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by H.Yamaoka
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Fig.1 Testing circuitry

63V 470 u F Electrolytic capacitor (ELXZseries NIPPON CHEMI-CON)
100V 220 u F Electrolytic capacitor (KYseries NIPPON CHEMI-CON)

50V 10 4 F Ceramic capacitor (GRM32ER71H106K MURATA MANUFACTURING)
100V 4.7 4 F Ceramic capacitor (HMK325C7475K TAIYOU YUDEN)

50V 10 4 F Ceramic capacitor (GRM32ER71H106K MURATA MANUFACTURING)
100V 4.7 4 F Ceramic capacitor (HMK325C7475K TAIYOU YUDEN)

2kV 2200pF Ceramic capacitor
(GR443QR73D222KW01 MURATA MANUFACTURING)
2kV 2200pF Ceramic capacitor
(GR443QR73D222KW01 MURATA MANUFACTURING)

25V 22 4 F Ceramic capacitor (GRM32ER71E226K MURATA MANUFACTURING)
25V 22 4 F Ceramic capacitor (GRM32ER71E226K MURATA MANUFACTURING)

25V 22 4 F Ceramic capacitor (GRM32ER71E226K MURATA MANUFACTURING)
25V 22 4 F Ceramic capacitor (GRM32ER71E226K MURATA MANUFACTURING)

15.0A 104 H Inductor (SRP7050TA-1ROM BOURNS)
8.0A 3.3 H Inductor (SRP7050TA-3R3M BOURNS)
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