CO$EL

DATA SHEET Date 18-Apr-18
Model MGXS62405 Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by | T.Sekiguchi
COSE,L, COLLTD. ‘ <<LINE CONDUCTION>> 18 May,2018 13:54
EMC Site
Model Name : MGXEE2405 Limit : EN 65032:2012 Class A
Serial No 3 Cormmentl 1 lo=100%
Tested by : T.Sekiguchi CommentZ H
Power Subply  : DC 24V Cormment3
Temp. Humid. 257, 40% Commentd
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QP AV QP AV QP AV
1.28926(VvB 46 45.2 73 60 27 14.8|Pass
0.32313|VA 48.4 47.9 79 66 30.6 18.1|Pass
1.28755(VA 45.9 45 73 60 27.1 15|Pass
COSEL CO.,LTD. <<RADIATED EMISSION>>
EMC Site
Model Name : MGXE562405 Limit : EN B56032:2012 Class A
Se =3 s Commentl : lo=100%
T Y ekiguchi rmentZ 3
P Supply 24V Comment3
Temp. Humid 1. 40% Commentd
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QP QP QP
136.809 \% Stable 33.9 50.0 16.1 Pass 115 342
196.939 H Stable 27.0 50.0 23.0 Pass 159 307
308.246 H Stable 33.2 57.0 23.8 Pass 101 204
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CO$EL

DATA SHEET Date 18-Apr-18
Model Circuit used for measurement Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by T.Sekiguchi
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CO$EL

Conditions
Test : EMI
Model Name : MGXS60O

OPhotographs of Test Set-Up

LINE CONDUCTION RADIATED EMISSION

OTesting circuitry
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C1: MGXS624000 100V 39 4 F Electric capacitor (LXVseries NIPPON CHEMI-CON)

C2: MGXS624000 100V 2.2 4 F Ceramic capacitor (GRM31CC72A225K MURATA MANUFACTURING)
C3: MGXS624000 100V 2.2 4 F Ceramic capacitor (GRM31CC72A225K MURATA MANUFACTURING)
C4: MGXS624000 100V 2.2 4 F Ceramic capacitor (GRM31CC72A225K MURATA MANUFACTURING)
C5: MGXS624000 2kV 2200pF Ceramic capacitor (GR443QR73D222K MURATA MANUFACTURING)

L1: MGXS624000 1050mA 22 4 H Inductor(LQH5BPN220MTO MURATA MANUFACTURING)
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