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Model PBA100F-9

Temperature 25°C
Item Inrush Current (enlargement) Testing Circuitry A
Object

& I
GND — —-J My, P _
Input Ty o Input Voltage : 100V
Voltage v Frequency : 50Hz

[100V/div] Load : 100%

Inrush
Current : 13.6A

Input ~ GND

Current

[2A/div] Time
[2ms/div]

N S Y ]
Input GNP T - Input Voltage : 200V
Voltage ., :
) Frequency : 50Hz

[200V/div] Load : 100%

Inrush

Current : 29.8A

Input  GND

Current

[5A/div] Time
[2ms/div]

Inrush current
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100v < 200V

Input Voltage :

[400ms/div]
Input Voltage :
200V & 100V
Frequency : 50Hz
Load :100%
[400ms/div]

Time
Time

25°C

Illllllllllii Frequency . 50HZ
Load :100%

Temperature
Testing Circuitry A

Dynamic Line Regulation

PBA100F-9

Model
Iltem
Object
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GND
GND
GND
[200V/div]
GND

Input
Voltage
[200V/div]
Output
Voltage
[50mV/div]
Output
Voltage
[50mV/div]
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Model PBA100F-9
Temperature 25°C
Item Over Voltage Protection Testing Circuitry A
Object Input Voltage : 100V
Output
Voltage ™~

Load :0%
[2V/div] ™ oa 0

«1 Overvoltage protection
value : 13.1V

GND —

Time
[40ms/div]

Output N
Voltage L/ Load :100%

[2V/div] L ) Overvoltage protection
) value : 13.1V

GND ——

Time
[20ms/div]

------ OVP Point

Output
Voltage
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current

Short-circuit

Model PBA100F-9
Temperature 25°C
Item Hiccup cycle (by Overcurrent Protection) | Testing Circuitry A
Object Load : Short
Input Voltage : 100V
Short-circuit
Output current : 14.2A
Current
[5A/div] ON Time : 140ms
Hiccup mode
time : 1085ms
GND
Time
[200ms/div]
Input Voltage : 200V
Short-circuit
Output current : 14A
Current
[5A/div] ON Time : 125ms
Hiccup mode
time : 1069ms
GND

Time
[200ms/div]

ON Time

<>

S —

Hiccup mode
period
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Model PBA100F-9
Temperature 25°C

Item Input voltage - Power consumption Testing Circuitry -

Obiject Load :0%
1.Graph 2.Values

Input voltage Power consumption
5.00 V] [W]
85 1.13

E 4.00 100 1.07
S 115 1.00
a 3.00 200 1.21
% /'-‘ 230 1.33
§ 200 264 253
)
chj 1.00 Bgg ——

0.00

50 100 150 200 250 300
Input Voltage [V]

Reducing standby power is possible by OFF signal
of the remote control.
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Temperature Chamber

Figure A
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Data Acquisition/Control Unit
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