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Model PBA150F-48
Temperature 25°C
Item Inrush Current (enlargement) Testing Circuitry A
Object
GND — V-*x‘\ ;!I Input Voltage : 100V
Input )
Voltage Frequency : 50Hz
[100V/div] Load 100%
Inrush
Current : 11.4A
Input ~ GND
Current
[2A/div] Time
[2ms/div]
GND — m&j . W |
Input \""H._ " Input Voltage : 200V
Voltage :
_ Frequency : 50Hz
[200V/div] Load 100%
Inrush
Current : 29.2A
Input  GND
Current
[5A/div] Time
[2ms/div]
Inrush current
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Model PBA150F-48

Temperature 25°C
Item Dynamic Line Regulation Testing Circuitry A
Object

|nput IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII

GND QR 1y A A
LLLLLC LR O iy
Voltage bR

[200V/div]

L b L 1 L

GND —
Output
Voltage

[100mV/div]

oo — i O S ) TR
1R RS RRRR 01 RNAIAY

Input

Input
Voltage

Input Voltage :
100v <« 200V

Frequency : 50Hz
Load :100%

Time
[400ms/div]

Input Voltage :
200V & 100V

Frequency : 50Hz

Voltage
[200V/div] Load :100%
Output
Voltage
[L00mV/div]
Time
[400ms/div]
Voltage Voltage
; swell : : dip

Input
Voltage

Output '

Voltage

Output /

Voltage
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Model PBA150F-48
Temperature 25°C
Item Over Voltage Protection Testing Circuitry A
Object Input Voltage : 100V
Output
Voltage s - Load :0%
[10V/div] . ] el _
R e Overvoltage protection
value : 63.6V
GND —
Time
[40ms/div]
Output
Voltage /ﬂ\ J Load :100%
[10V/div] 1 Overvoltage protection
\ value : 63.7V
GND ——
Time
[20ms/div]
Output
Voltage

3 BC-11569



211200
テキストボックス

参考資料



— CO$EL

current

Short-circuit

Model PBA150F-48
Temperature 25°C
Item Hiccup cycle (by Overcurrent Protection) | Testing Circuitry A
Object Load : Short
Input Voltage : 100V
Short-circuit
Output current : 4.5A
Current
[1A/div] ON Time : 121ms
Hiccup mode
time : 1006ms
GND
Time
[200ms/div]
Input Voltage : 200V
Short-circuit
Output current : 4.5A
Current
[1A/div] ON Time : 112ms
Hiccup mode
time : 996ms
GND
Time
[200ms/div]

ON Time

<>

S —

Hiccup mode
period
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Model PBA150F-48
Temperature 25°C
Item Input voltage - Power consumption Testing Circuitry -
Obiject Load :0%
1.Graph 2.Values
Input voltage Power consumption
5.00 V] [W]
85 0.45
'g 4.00 100 0.46
S 115 0.93
*é 3.00 200 1.40
2 230 1.86
2 o
g 2.00 /Er 264 2.40
3]
2
g 1.00 —
e
0.00

50 100 150 200 250
Input Voltage [V]

Reducing standby power is possible by OFF signal
of the remote control.
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Temperature Chamber

Figure A
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