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Model PCA300F-24
Temperature 25°C
Item Input Current (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- InputVolt. 200V
- —0—-- Input Volt. 230V Load |nput Current [A]
5.0 Current Input Volt. | Input Volt. | Input Volt.
\\\ [A] 100[V] 200[V] 230[V]
40 \\ A 0.0 0.206 0.140 0.158
: AY
< )<A/ 2.0 0.680 0.391 0.364
£ N 4.0 1172 | 0636 | 0575
5 X 6.0 1680 | 0.885 | 0.794
é 20 // :\\ - 8.0 2.195 1.135 1.012
£ / _,——\@ ) 10.0 2.724 1.391 1.235
A PLE N
/4/ I \\ 12.0 3.265 1.653 1.464
1.0 B 8= N 14.0 3.810 | 1917 | 1.692
az/%—-- g 2 15.4 4.200 2.106 1.852
0.0 - - - -
0 4 8 12 16 — _ i i

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model PCA300F-24
Temperature 25°C
Item Efficiency (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Efficiency [%)]
100 Current Input Volt. | Input Volt. | Input Volt.
\E [A] 100[V] 200[V] 230[V]
92 :
g — \\ il 0.0 . . .
— 84 kY 2.0 76.4 77.2 76.1
X 4 N
= E/ ?\‘ 4.0 84.6 85.7 85.5
c 76 6.0 87.3 88.6 88.5
‘©
£ 68 N\ 8.0 88.6 90.1 90.2
AN 10.0 89.0 90.7 90.9
60 }‘ 12.0 89.0 90.9 91.1
N 14.0 88.9 91.0 91.3
52 N
) 15.4 88.6 90.9 91.3
44 - - - -
0 4 8 12 16 _ B B B

Load Current [A]

Note: Slanted line shows the range of the rated
load current.
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Model PCA300F-24
Temperature 25°C
Item Power Factor (by Load Current) Testing Circuitry  Figure A
Object
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Power Factor
1.0 - e Current Input Volt. | Input Volt. | Input Volt.
. i ---rq---}gﬁ
0.9 ~ I St - i S A R [A] 100[V] 200[V] 230[V]
‘ // e tad \\\ 0.0 0585 | 0370 [ 0.311
5 0.8 / ;3’ ~ '\‘ 2.0 0.934 0.803 0.761
So7 L[4 L 4.0 0974 | 0886 | 0.854
- / ,’f/ SN 6.0 0.986 0.922 0.894
Q06 £
S \\ 8.0 0.991 0.941 0.918
%05 / N\ 10.0 0.993 0.953 0.931
! N\
0.4 IA 12.0 0.995 0.960 0.941
I N\
N 14.0 0.995 0.965 0.949
03 R 154 0998 | 0967 | 0.953
0.2 - - - -
0 4 8 12 16 _ B B B

Load Current [A]

Note: Slanted line shows the range of the rated

load current.
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114 A
230V
50 Hz
100 %
26.4 A

9.3A

rent :

Input Voltage

Frequency

[200ms/div]
[200ms/div]
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Secondary inrush current

ot

—CO$EL

AAAAAAA .'."’...’. 'A'A'A'A"'A"‘A'A W L oa d

Time
Time

)

<
)
O 5
v O
N
-
b —
o 3
S =
mC
o)
=
E
o O
[
c
<
N o
1 —_
s| 3
o
o
™ e
A 2]
O 2
o £
2 ©
3 gl Y
o) ol =
= =2l O

N ..
o LN F
o O
050 — T =
~ ~ n1w
2 o
<
3 7
>
< =
<) %) c
g S ——
T > = >
= 0O [ [
o C = @
S & > T
[]
33 % £ 8
a 0 @8 = 3
nro el
= b o (9p]
——
-
<
O]
5t <
Q 5 O
£ 0 &

Input
Voltage
[100V/div]
Input
Current
[20A/div]
Input
Voltage
[200V/div]

Primary inrush current




SEEH

—CO$EL

Model PCA300F-24
Temperature 25°C
Item Leakage Current Testing Circuitry  Figure B
Object
1.Results
[mA]
i i Input Volt.
Standards T.est|.n 9 Measuring P Note
Circuitry Method 100 [V] 230 [V] 240 [V]
DEN-AN Figure B-1 Both phases 0.13 0.30 0.31 Operation
One of phases 0.24 0.55 0.58 Stand by
Figure B-2 Both phases 0.13 0.29 0.31 Operation
IEC62368-1 One of phases 0.22 0.54 0.57 Stand .by
Figure B-3 Both phases 0.13 0.29 0.30 Operation
One of phases 0.24 0.54 0.56 Stand by
IEC60601-1 Figure B-4 Both phases 0.12 0.30 0.31 Operation
One of phases 0.24 0.55 0.58 Stand by
The value for "One of phases" is the reference value only.
2.Condition
Leakage current value is concluded after measuring both phases of
AC input and by choosing the larger one.
- 5 - BC-11345
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Model PCA300F-24
Temperature 25°C
ltem Line Regulation Testing Circuitry  Figure A
Object +24V14A
1.Graph 2.Values
---EF-- Load 50%
—&—— Load 100% Input Output Voltage
Voltage V]
24.40 " \‘~ V] Load 50% Load 100%
\_\ N

2430 \\ \\ 80 24.088 -

=, \\ 85 24.088 24.074

(0]

S 24.20 100 24.088 24.074

S 2410 N . 120 24.088 24.075

5 N - . 200 24.088 24.075

£24.00 N,

8 230 24.088 24.075
23.90 N N 264 24.087 24.075
23.80 _ [ 280 24.087 24.075

' L L - - -
23.70 AN
50 100 150 200 250 300

Input Voltage [V]

Note: Slanted line shows the range of the rated
input voltage.
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100[mV/div  wwawfnAn

10[us/div]

Model PCA300F-24
Temperature 25°C
Item Load Regulation Testing Circuitry  Figure A
Object +24V14A
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- InputVolt. 200V
—-—O—-- |Input Volt. 230V Load Output Voltage [V]
Current Input Volt. | Input Volt. | Input Volt.
24.40 b [A] 100[V] 200[V] 230[V]
24.30 ) 0.0 24100 | 24.100 | 24.100

= \ 2.0 24.097 | 24.097 | 24.097

(0]

> 24.20 N 4.0 24092 | 24.003 | 24.094

;0 24.10 H—ay M 6.0 24.088 | 24.088 | 24.087

5 N 8.0 24084 | 24.084 | 24.084

£ 24.00 \

8 : 10.0 24.081 24.080 | 24.080
23.90 s 12.0 24077 | 24.077 | 24.077
93.80 O 14.0 24074 | 24.074 | 24.074

' O 15.4 24073 | 24.073 | 24.073
23.70 - - - -
0 4 8 12 16 ~ - - -
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
Temperature 25°C
ltem Ripple-Noise Testing Circuitry Figure C
Object +24V14A
1.Graph
Input Voltage 200V
Load 100%
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Model PCA300F-24

ltem Dynamic Load Response

Temperature
Testing Circuitry

25°C
Figure A

Object +24V14A

Input Volt. 200 V
Cycle 1000 ms

Load Current

t1

t1,t2=50ps

Min.Load (0A)«——

Load 100% (14A)

1 V/div

2 ms/div

20 ms/div

Min.Load (0A)«——

Load 50% (7A)

1 V/div

2 ms/div

20 ms/div
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Model PCA300F-24
Temperature 25°C
ltem Rise and Fall Time Testing Circuitry Figure A
Object +24V14A
1.Graph
Load 100% Input Volt. 100 V
Output
Volt.
[5V/div]
0
Load 100% Input Volt. 230 V
Output
Volt.
[5V/div]
0
et o
Volt. NS
Time [200ms/div] Time [10ms/div]
2. Values [ms]
Input VoIt Time Td Tr Ts Th Tf
100V 697.0 11.0 708.0 17.4 15.6
230V 696.0 11.0 707.0 22.2 15.5
Output 0%y e ———— —
Vot % MZ ¥ AN
e I ITE====" I
[ |
Input |
Volt. )
Il
Td Tr | | Th| Tf
I .
Ts I I
Il
- 9 - BC-11345
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Model PCA300F-24
Temperature 25°C
Item Hold-Up Time Testing Circuitry  Figure A
Object +24V14A
1.Graph 2.Values
---EF-- Load 50%
—4—— Load 100% Input Hold-Up Time
1000 - . Voltage [ms]
\\ \‘ V] Load 50% | Load 100%
A\ 2 80 32 -
) N N
£ \ 85 32 16
o 100 = = 100 32 16
= X
= A R e SSEA 120 32 16
a EH-¥3--h--—="""
) J Al A 200 42 21
3 1 N N\ 230 42 21
I s, AN
= - 264 42 21
BN h 280 44 22
1 \‘ - - -
50 100 150 200 250 300
Input Voltage [V]
This duration covers from Shut-off of input
voltage to the moment when output voltage
descends to the rated range of voltage accuracy.
Note: Slanted line shows the range of the rated
input voltage.
- 10 - BC-11345
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Model PCA300F-24
Temperature 25°C
Item Instantaneous Interruption Compensation Testing Circuitry  Figure A
Object +24V14A
1.Graph —A—— Input Volt. 100V | 2.Values
---EF-- InputVolt. 200V
——O—"- Input Volt. 230V Load Time [ms]
1000 . Current Input Volt. | Input Volt. | Input Volt.
é \\\ [A] 100[V] 200[V] 230[V]
0.0 - - -
'aé N 2.0 100 135 135
= AN .
s 1o SS'S 4.0 70 87 87
@ N 6.0 50 61 62
g e 8.0 36 46 45
g - 10.0 26 34 34
®) 10 = ,
g - 12.0 20 26 27
3 i 14.0 16 21 21
G AN
£ N 15.4 14 18 20
©
@ 1 - - - -
= 0 4 12 16 — - - -
Load Current [A]
Note: Slanted line shows the range of the rated
load current.
- 11 - BC-11345
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Model PCA300F-24
Temperature 25°C
Item Overcurrent Protection Testing Circuitry  Figure A
Object +24V14A
1.Graph 2.Values
Input Volt. 100V
Input Volt. 230V Output Load Current [A]
30 Voltage Input Volt. Input Volt.
E V] 100[V] 230[V]
_ < 22.8 16.07 16.07
2 o N 216 16.08 16.08
g 19.2 16.06 16.09
2 16.8 16.08 16.10
3 14.4 16.11 16.13
3" 12.0 16.15 16.12
0 - - -
0 10 20 B i i
Load Current [A] — - -
Note: Slanted line shows the range of the rated - - -
load current.
Hiccup mode activates when the output voltage is
from 12V to OV.
- 12 - BC-11345
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Model PCA300F-24
ltem Ambient Temperature Drift Testing Circuitry Figure A
Object +24V14A
1.Values Load 100%
. o Output Voltage [V]
Ambient Temperature['C]
Input Volt. 100V Input Volt. 200V Input Volt. 230V
-20 24.012 24.012 24.012
25 24110 24.109 24.110
50 24.162 24.161 24.161
Minimum Input Voltage
Item for Regulated Output Voltage Testing Circuitry  Figure A
Object +24V14A
1.Values
, o Input Voltage [V]
Ambient Temperature['C]
Load 50% Load 100%
-20 74 79
25 73 79
50 73 79
ltem Overvoltage Protection Testing Circuitry  Figure A
Object +24V14A
1.Values Load 0%
, o Operating Point [V]
Ambient Temperature[°C]
Input Volt. 100V Input Volt. 230V
-20 30.64 30.63
25 30.73 30.72
50 30.78 30.77
- 13 - BC-11345
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Temperature
Chamber
Electoriel | ][]
» Switch P> p| Power » Electronic
Supply ™
AC Power DC Load .
Power Meter Oscilloscop
A
v
| Relay Unit [
T DVM
Data Acquisition/Control Unit
Figure A
AC
Voltmeter Power A bC Adjustable
AC Input _ > suppy | AT el Load
Line
FG4
1kQ
Effective Value of
Leakage Current Al = Voltmeter[V]
_ Effective value Value 1k [Q]
Voltmeter
Figure B-1 ( DEN-AN )
AC Power DC Adjustable
AC Input Voltmeter o Ammeter
»  Supply |—P » Load
Line
1.5kQ+0.1%
500Q+0.1
N 0.22uF+1.0%
o
~
e}
I+
©
0.022uF+1.0% §
4{ Effective Value of
Leakage Current Voltmeter[V]
p| Effective || Value A= 500 [Q)]
value

Figure B-2 ( IEC62368-1 refer to IEC60990 Fig.4 )

14 -
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AC Power DC Adjustable
ACInput ot \/oltmeter > Supply | —>| Ammeter > Load
Line
1.5kQ+0.1%
5000+0.1%
=) 0.22uF+1.0%
P
)
I+
©
9100pF+1.0% |2
| | Effective Value of
|1 Leakage Current[A] _
Value 500 [Q)]
20kQ+0.1% l— 6200pF+1.0%
P Effective value [
Figure B-3 ( IEC62368-1 refer to IEC60990 Fig.5 )
AC Power Supply DC Ammeter Adjustable
AC Input .t voltmeter > —P »  Load
Line
FGT
1kQ+1.0%
=
x
o)
%
0.015uF£2.0 3
} } ° Leakage Current Effective Value of Voltmeter{V]
Value 1K [Q]
P Effective value
Figure B-4 ( IEC60601-1)
Temperature Chamber
Measuring
SIS board
OO ) o mecrone
v P |
AC Power Power Meter ower supply C1 _ DC Load
Supply
150mm —Dr+q7=
Oscilloscope
BW:20MHz
C1= 22 \F
(Electrolytic capacitor)
Figure C
- 15 - BC-11345




