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<<LINE CONDUCTION>>

15 June,2021 15:31
WBA75B-48.ep9cedata

Model Name : WBA75B-48 Limit : EN55032:2012 Class B
Serial No. H Remark1l H
Tested by : R.Takahashi Remark?2
Power Supply : AC Single—Phase 50Hz 230V Remark3
Temp/1Iumid 1 25°C /40% Remark4
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Frequency |[Line Level Limit Margin Pass/Fail |Remark
MHz dB(uV) dB(pV) dB
QP AV QP AV QP AV
0.199(L1 53.8 38.2 63.6 53.6 9.8 15.4[Pass
0.2{N 53.8 39.2 63.6 53.6 9.8 14.4|Pass

COSEL CO.,LLTD. <<RADIATED EMISSION>> 15 June,2021 17:02
EMC Site E WBA75B—48.dat
Model : WBA75B—48 Limit : EN55032:2012 Class B 3m
Serial No. H Remark1 H
Tested by : R.Takahashi Remark?2
Power Supply H " Single—Phase 501z 230V Remark3
Temp/Humid : 25°C/40% Remark4
[dB(z V/m)]
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Frequency |Polarization |Stability [Level Limit Margin Pass/Fail [Height |Angle [Remark
MHz dB(uV/m) |dB(uVv/m) |dB cm deg
QP QP QP
136.268(V Stable 27.3 40 12.7|Pass 100.2 350
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CO$EL Reference
DATA SHEET Date 16-Jul-21
Model Circuit used for measurement Temp. 25 degreeC
Test EMI Humid. 40 %RH
Line conduction & Radiated emission Tested by | R.Takahashi

1. Line conduction

Alminum plate Resistive| | P.S
N | foad (Earth)
o __ A
: | Line input |
|
0.4m Table i AMN Spectrum
! analyzer
I
1 ‘
1
- ! i
—Pp

0.8m

2. Radiated emission
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CO$EL Reference

Conditions

Test : EMI
Model Name: WBA75B

OPhotographs of Test Set-Up

1. LINE GONDUCTION

2. RADIATED EMISSION




