
Ｍ Ｔ Ｂ Ｆ (ＭＩＬ－ＨＤＢＫ２１７Ｆ　ＮＯＴＩＣＥ　２)

Model WDA120F-24

No. Ｐ ａ ｒ ｔ ｓ Q'ty of Device Failure rate [10-6/H] Ｒｅｆｅｒｅｎｃｅ

１  Ｍｏｎｏｌｉｔｈｉｃ 2 4.4020

２  Ｈｙbｒｉｄ 0 0.0000

３   Ｔｒａｎｓｉｓｔｏｒｓ 3 1.7520

４   Ｄｉｏｄｅｓ 13 0.5770

５   LED･Optocouplers 2 0.4050

６   Ｒｅｓｉｓｔｏｒｓ 56 0.3830

７   Ｃａｐａｃｉｔｏｒｓ 29 4.2760

８   Transformer･Choke Coil 7 0.4920

９   Ｃｏｎｎｅｃｔｏｒｓ 271 0.4470

１０   Ｏｔｈｅｒｓ 3 0.0120

    Total Failure Rate [10 -6/H] 12.7460

  Ｍ　Ｔ　Ｂ　Ｆ [Ｈ] 78,500

  Ambient Temperature [℃] 50.0

  Load Factor [％] 100

 * BD-9467

ＩＣ

For Reference



Ｍ Ｔ Ｂ Ｆ (ＥＩＡＪ　ＲＣＲ－９１０２)

Model WDA120F-24

No. Ｐ ａ ｒ ｔ ｓ Q'ty of Device Failure rate [10-6/H] Ｒｅｆｅｒｅｎｃｅ

１  Ｍｏｎｏｌｉｔｈｉｃ 2 0.0980

２  Ｈｙbｒｉｄ 0 0.0000

３   Ｔｒａｎｓｉｓｔｏｒｓ 3 0.1991

４   Ｄｉｏｄｅｓ 13 0.3175

５   LED･Optocouplers 2 0.0712

６   Ｒｅｓｉｓｔｏｒｓ 56 0.4308

７   Ｃａｐａｃｉｔｏｒｓ 29 0.3746

８   Transformer･Choke Coil 7 0.0782

９   Ｃｏｎｎｅｃｔｏｒｓ 271 0.0959

１０   Ｏｔｈｅｒｓ 3 0.1330

    Total Failure Rate [10 -6/H] 1.7983

  Ｍ　Ｔ　Ｂ　Ｆ [Ｈ] 556,000

  Ambient Temperature [℃] －

  Load Factor [％] －

 * BD-9467

ＩＣ

For Reference




